UNITED STATES PATENT AND TRADEMARK OFFICE 

CERTIFICATE OF CORRECTION 



PATENT NO. : 6,972,444 Bl 

APPLICATION NO. : 10/635363 
DATED : December 6, 2005 
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INVENTOR(S) : Iacob 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 



Title page. Item T541 and Column 1 . line 1 . 
Title, delete "GUIDE". 

Delete drawing sheet FIG. 5 and insert replacement sheet FIG. 5. 
Column 4. 

Line 53, after "replaced" delete ";" and replace with - , --. 
Column 10, 

Line 43, delete "10103" and replace with - 1010J --. 
Line 50, delete "1 10B" and replace with - 1010B --. 

Column 11. 

Line 23, delete "1 IOC" and replace with - 1010C --. 



Signed and Sealed this 



Twentieth Day of June, 2006 




JON W. DUD AS 
Director of the United States Patent and Trademark Office 
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MEASURE AND STORE THE RESISTANCE 
OF A FIRST METAL TRACE 
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MEASURE AND STORE THE RESISTANCE 
OF A SECOND METAL TRACE 
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CUT THE WAFER ALONG THE SAW STREET THAT LIES 
BETWEEN THE FIRST AND SECOND METAL TRACES 
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MEASURE AND STORE THE RESISTANCE 
OF THE FIRST METAL TRACE 




518->. 




MEASURE AND STORE THE RESISTANCE 
OF THE SECOND METAL TRACE 
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DETERMINE IF THE RESISTANCES OF THE FIRST 
AND SECOND METAL TRACES HAVE CHANGED 
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ADJUST THE ALIGNMENT 
OF THE CUTTING DEVICE 






FIG. 5 



